F DIMAX

NETWORKING PEOPLE TOGETHER

EW-7288APC

User Manual

06-2014 /v1.0

Edimax Technology Co., Ltd.
No.3, Wu-Chuan 3rd Road, Wu-Gu, New Taipei City 24891, Taiwan
Email: support@edimax.com.tw

Edimax Technology Europe B.V.
Fijenhof 2, 5652 AE Eindhoven, The Netherlands
Email: support@edimax.nl

Edimax Computer Company

3350 Scott Blvd., Bldg.15 Santa Clara, CA 95054, USA
Live Tech Support: 1(800) 652-6776

Email: support@edimax.com



CONTENTS

Product INfOrmMation..ccccceieieieiiererieieierereresssseceresessssssacesessssssssasesessssssases 1

I-1. Yol & T @] o1 =T o | A SRR 1
I-2. 11D - | 0 [PPSR 2
I-3. 2ol - [ 1= SRS 3
I-4. Safety INfOrmMation ... e 4

131 €1 =1 (o ] o . |

l-1. ACCESS POINT IMOUE.....eiiiiiciiee ettt e s e e s sbee e e s s aa e e e e saaeaee s 7
-2. WIi-Fi BridgE8 IMOTE .....veie ettt ettt sttt s e e s bae e e s ae e e s s nnaaeaee s 9
1-6. VW PS SBEUD . ciiiitiiee ettt ettt e e e e e s e e et e e e et e e e e e s aaeeeeeenbaaeeesnraeeeennnaeeann 14
l-7. Reset to Factory Default SEttings ......cccvveeiieciiiiiiiie e 14

Browser Based Configuration Interface.......cccccccevvuiiieiiiniiieciieiiieenenn. 15

-1. [0 =4 o PPN 15
-2. AV S NS s 17
l-3. MAIN IMIBNU e e e e e e 18
-3-1. 2 (o 0 =TSP 19
-3-2. 1@ Y= (U o SR 20
I-3-3. BaSiC SOILINGS oo 23
-3-4. L AT A S Y <] o o [ V- USRS 25
[11-3-5. JANe AV [ aTol<To BT <] d 1 V=T UPURPRRRIR 27
-3-5-1. YT ol U o 1 YR 29
l-3-5-1-1. DiSADIE et s 30
11-3-5-1-2. WWEP et sttt e et e e a b e e e bt e e s bt e e s ne e e s beeenaree s 30
I1-3-5-1-3. WPA Pre-Shar@d KEY......uciieiieeiiiieieeeeeeeecccirreeeee e e eeectrreee e e e e eeseeatnsreseeeeessennsseneens 31
[11-3-5-2. IMIAC FIEBIING 1rveeeeeee ettt ettt e e e e e e e e e s e b b ee e e e s e s eesnstnsaeeeeeeeeesnnnnes 32
[11-3-5-3. PasSSWOIA SEEEINGS ...cceciirieiie et e e e et e e e e e s e esabsraeeeeeeeeennnnns 34
I11-3-5-4, AdMINISTration ULIITY ....vveeeeeieiieceee et e eestrrre e e e e e e e eaanes 34
[1-3-5-5. CoNFIGUIatioN TOOIS....cciiiiicctieeeee et e e e e e e e e e e e e nbrraeeeaeeeens 36

AV o] o T=T o T 1) RN 1 -

IV-1. ConfigUring YOUE [P @dr@SS..uuuueeeiieiieiiiirieeeeeeeeescciireeeee e e e eestrrereeeeeeseennbrraereeeeeens 38
IV-1-1. How to check that your computer uses a dynamic IP address ........cccceeveeeeerennnns 39
IV-1-1-1. WINAOWS XP ..ttt sttt ettt et e bt e st e e saba e e saneeesanee s 39
IV-1-1-2. WINAOWS VST c.neeiiiiiieisiieeiee ettt et ettt e e sabe e s sanee s 41
IV-1-1-3. WINAOWS 7 .ttt ettt e st e et e s bt e e s bt e e sabaeesabeeesanaeas 43

IV-1-1-4. LAY AT Lo 1YY < ST 46



IV-1-1-5. IMIAC OS . s s eees s e et e e s s 50

IV-1-2. How to modify the IP address of your computer.....cc.ccccvveiiviiieeiiiiieeeecieee e 52
IV-1-2-1. WINAOWS XP ..ottt st e e e s e e e s sabae e e s sstaeeessnnaeee s 52
IV-1-2-2. WINAOWS ViIST@ .eeiiiiiiiiiiciiie ettt sttt e e e e s e e e s sata e e e e nnaaaee s 54
IV-1-2-3. WINAOWS 7 ettt s e e st e e s et e e e st e e e s ssabeaeesssraeeeesnnneeens 55
IV-1-2-4. WINAOWS 8 ...ttt et e et e e e s e e e e ssabteeesssbaeeeesnneeeens 60
IV-1-2-5. 1Yol SRR 64
IV-1-3. How to Find Your Network Security KeY ......ccceevvieeiiiiiiiee e 67
IV-1-3-1. WINAOWS 7 & ViSta..uuuiiiiiiiiii ittt sttt e s s e e s st e e e s nnaaaee s 67
IV-1-3-2. 1Yol USRS 69
IV-1-4. How to Find Your ROULEr’S IP AdAressS.....ccuvuiieeiiiiiieeesiiee e crieee e eiree e e s s 72
IV-1-4-1. WiINAOWS XP, ViISta & 7..eeiieii ettt st ee e s s e e e s naaea e 72
IV-1-4-2. WINAOWS 8 ...ttt e e s st e e e s abe e e e s sabteeeesntaeeeesnneeeeas 74
IV-1-4-3. 1Yol RS 77
IV-2. Connecting 10 @ Wi-Fi NEtWOIK ......ccvviiiiiiiiee et e 79
IV-3. o101 o] 11 s ToTo ] A 1o -SSP PRP 81

LV € Lo L1Y- T VRS . 1=+



I. Product Information

I-1. Package Contents

Before you start using this product, please check if there is anything missing in
the package, and contact your dealer to claim the missing item(s):

-
S,

EE—

EW-7288APC CD-ROM

Power Adapter USB Cable

[ORRING PEOPLE TOGETHER

Web Browser Access:

Access Key Card



I-2. LED Status

- -7
LED Color LED Status | Description
White On EW-7288APC is powered on.
Purple Flashing EW—7%88APC is boo.tlng.up,
resetting or upgrading firmware.
WPS/Reset button has been
On pressed for 10 seconds and ready
Red for reset to default.
Flashing Internet is disconnected.
Green on Wi-Fiis in st.ant'jby mode or no
data transmission.
EW-7288APC is ready after booting
and Ethernet cable is connected or
On . . e
Wi-Fi is active and transmitting or
receiving data.
Indicates a successful WPS
On connection (displays on for 5
Blue minutes).
Flashing WPS in progress: waiting for
connection.
Off Off EW-7288APC is off or in LED off
mode.




I-3. Back Panel
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WPS/Reset Button

LAN Port

I

Power Port

A

Mode Switch



I-4. Safety Information

In order to ensure the safe operation of the device and its users, please read
and act in accordance with the following safety instructions.

1.

2.

The device is designed for indoor use only; do not place it outdoors.

Do not place the device in or near hot/humid places, such as a kitchen or
bathroom.

. Do not pull any connected cable with force; carefully disconnect it from the

EW-7288APC.

. Handle the device with care. Accidental damage will void the warranty of

the device.

. The device contains small parts which are a danger to small children under

3 years old. Please keep the device out of reach of children.

. Do not place the device on paper, cloth, or other flammable materials. The

device may become hot during use.

. There are no user-serviceable parts inside the device. If you experience

problems with the device, please contact your dealer of purchase and ask
for help.

. The device is an electrical device and as such, if it becomes wet for any

reason, do not attempt to touch it without switching the power supply off.
Contact an experienced electrical technician for further help.



Il. Installation

1.Use the slide switch on the base of the EW-7288APC to select access point
mode or Wi-Fi bridge mode.

/
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WiFi Bridge | WiFi AP
Access Point Mode The device connects to an existing router via

Ethernet cable and provides 5GHz wireless
Internet access for your network devices.

Wi-Fi Bridge Mode The device connects to a network device for
example: TV, gaming console, or media player via
Ethernet cable and acts as a wireless receiver,
allowing the network device to join your existing
Wi-Fi network. The device also repeats the 5GHz
wireless signal for extended range for other
network devices.




2.Plug in the EW-7288APC using either the included power adapter or USB
cable.

S
A

3. For access point mode, ensure the LED is on and flashing red. For Wi-Fi
bridge mode, ensure the LED is on and green. Refer to the appropriate
following chapter for more guidance on each mode.

i

=




II-1. Access Point Mode

1.Connect the EW-7288APC to your router using an Ethernet cable.

=

Router

E —

2. Ensure the LED is on and bright green.

/

= =

A ¥

3. Use a Wi-Fi device (e.g. computer, tablet, smartphone) to search for a
Wi-Fi network with the SSID Edimax**-5GHz and connect to it.



6596
Edimaxc2-5GHz

(234567

ﬁ Two characters of the SSID (Edimax**-5GHz) will be unique

&% numbers according to your device e.g.”Edimaxc2-5GHz”. These
unique numbers are the last two characters of the EW-7288APC’s
MAC address, which is displayed along with the full SSID on the
label on the underside of the EW-7288APC and the included
access key card.

[Di MAX
This device complies with Part 15 of the FCC Rules.
(See caution in the manual)

CEOFCE. TE(

GHz Wi-Fi {551D): Edimaxc2-5GHZ
{Mi-Fi password: ffeeeda®
ttp://edimaxc2.setup

MAC: BOLFO2C2CBC2
5/N: i chilxwga]

Model Noo: EW-T2BBAPC  Power: 5V DT, 0.6
IF: 192.168.5.2 Usermname/Password: admin/1234
FCC ID: NDD957 2861402

4.Enter the Wi-Fi password which is displayed on the label on the underside
of the EW-7288APC (see above).

5.0nce you are connected, you can browse the Internet
as usual. Setup is complete.



O To configure the EW-7288APC’s settings e.g. change the SSID and
& password, go to http://edimax**.setup in a browser. Refer to

Browser Based Configuration Interface in the following pages for
more help. Two characters of the URL (edimax**.setup) will be
unique numbers according to your device: these numbers are the
last two characters of the EW-7288APC’s MAC address, which is
displayed along with the full URL on the label on the underside of
the EW-7288APC and the included access key card.

1l-2. Wi-Fi Bridge Mode

1. Use a Wi-Fi device (e.g. computer, tablet, smartphone) to search for a
Wi-Fi network with the SSID “Edimax**-5GHz ” and connect to it or
connect the EW-7288APC to a computer using an Ethernet cable.

Edimaxc2-5GHz 5GHz

(234567

(234567

ﬂ Two characters of the SSID (Edimax**-5GHz) will be unique

@& numbers according to your device e.g.”Edimaxc2-5GHz”. These
unique numbers are the last two characters of the EW-7288APC’s
MAC address, which is displayed along with the full SSID on the
label on the underside of the EW-7288APC.

EFDIMAX

This device complies with Part 15 of the FCC Rules.

CEOFE 2. TE(

5GHz Wi-Fi (SSID): Edimaxc2-3GHz
Wi-Fi password: ffeeedad
Web Access: nil imaxc2.setup

Cess: o://ed
(AR AR Y

MAC: BO1F02C9CBC2
S/N: 3TCEIOCD




2.Enter the Wi-Fi password which is displayed on the label on the underside
of the EW-7288APC (see above).

3.0pen a web browser and enter the URL http://edimax**.setup , then you
will arrive at the “Get Started” screen shown below, and click “Get Started”

to begin the setup process.

A ** are the last two characters of the EW-7288APC’s MAC address.

~ The MAC address and full URL are displayed on the label on the
underside of the EW-7288APC and the included access key card.
You can also use the device’s default IP address 192.168.9.2

£ | http://edimaxc? setup/

EDIMAX AC450 5GHz Band Extender
EW-7288APC
N

Get Started

4.please read the on screen instructions about selecting a good location for
your EW-7288APC and then click “NEXT” to continue. You can check your
signal strength on the next page.

5.Select your 5GHz Wi-Fi network from the list and enter the security
key/password. You can also enter a new Wi-Fi network name (SSID) if you
wish. Click “Next” to continue.

4 Check the box “Connect to a hidden network” if you wish to
&2 connect to a hidden SSID and manually enter the details.

10



A Check the box “Hide Extender SSID” if you wish to keep the
EW-7288APC’s SSID hidden.

iQ Setup

Please connect this device to one of the following Wi-Fi networks.

] Connectto a hidden network
[C] Hide Extender SSID

Signal
Strength

Edimax IP CAM_5G 100
EdimaxHQ _5G 100
0OBM_68U_5G 100
(@) LTLin-5G 98
Securty Key abed1234

[ your existing network security key )

Extender device 5510 LTLin-56G_5EX

5 testing 8d
EdimaxHQ 5G 70
OBM_WAP1T20_A 70
MEC A5G 56
OBM-Celeno-5G LY
MEETING_ROOM_BF_5G 40
EdimaxHQ 5G 36
5G-2 24
EdimaxHQ_5G 22
EdimaxHQ_5G 20
PA_Buffalo_5G 20

| BACK | | Refresh | | NEXT |

11



6.Please wait while the EW-7288APC tests the connection.

5GHz Connection Test

7.When the connection test is complete, click “Apply” to restart the
extender.

Connection test complete. Click "Apply" to restart the device.

W

S5GHz

Security Key &
abcd1234

IP Address *
192.168.3.110

| BACK | | Apply |

8. Please wait a moment until the EW-7288ACP is ready.

System is restarting. Please wait for a moment.

Remind: Your Wi-Fi will disconnect from the extender during the
system restart (approximately 1 minute). When the system is
complete, please connect to the extender's new SSID and
password as below.

Extender Name : LTLin-5G_5EX
Security Key - abcd1234

Starting connecting Wi-Fi extender's Ethernet port to any Ethermnet device for
wireless connectivity.

12



9. A final congratulations screen will indicate that setup is complete. The
EW-7288APC is working and ready for use - the LED should display on and

Congratulations.

Your extender has successfully established a connection. You can reconnect to
Extender by new SSID name/security key listed as below.

Extender Name : LTLin-5G_5EX
Security Key - abcd1234

Starting connecting Wi-Fi extender's Ethernet part to any Ethernet device faor
wireless connectivity.

10. Please close the browser window. You can now connect to the
EW-7288APC’s new SSID on a wireless device within range such as a
computer, smartphone or tablet.

0L The password for your EW-7288APC’s SSID is the same as for your
& router’s SSID.

11. To use the EW-7288APC as a wireless bridge for a wired network

device, simply connect the EW-7288APC to your network device’s Ethernet
port.

) ()

For more advanced configurations, use the browser based
configuration interface (refer to Ill. Browser Based
Configuration Interface)

13



II-6. WPS Setup

In access point mode, if your wireless

device/client supports WPS (Wi-Fi Protected

Setup) then you can use this method to

connect to the EW-7288APC’s Wi-Fi

network. In Wi-Fi bridge mode, you can use

WPS to connect your EW-7288APC to your [ \

existing 5GHz Wi-Fi. | %i%’é_\

1. Press the WPS button on the
EW-7288APC for 2 — 5 seconds to
activate WPS. The LED will flash blue to
indicate that WPS is active.

WPS/Reset

2. Within two minutes, press the WPS button on the wireless device/client
(access point mode) or wireless router/access point (Wi-Fi bridge mode) to
activate its WPS.

3. The devices will establish a connection. The LED will display on and blue to
indicate a successful connection.

4L Please check the instructions for your wireless device for how long
" you need to hold down its WPS button to activate WPS.

II-7. Reset to Factory Default Settings

If you experience problems with your EW-7288APC, you can reset the device
back to its factory settings. This resets all settings back to default.

1. Press and hold the WPS/Reset button found on the back panel for at least
10 seconds, until the LED displays on and red.

2. Release the button and the LED will display white and then flash purple.

3. Wait for the EW-7288APC to restart. The EW-7288APC is ready for setup
when the LED is flashing red (no Ethernet cable connected in access point
mode) or displays on and green (Ethernet cable connected in access point
mode or in Wi-Fi bridge mode).

14



Ill. Browser Based Configuration Interface

llI-1. Login

After setup you can access the browser based configuration interface to
configure or change the settings of the EW-7288APC.

Enter http://edimax**.setup into the URL bar of a web browser on a network
device which is connected to the EW-7288APC.

A ** are the last two characters of the EW-7288APC’s MAC address.
&% The MAC address and full URL are displayed on the label on the
bottom of the EW-7288APC and the included access key card.

£ | http://edimaxc? setup/

“ If you can not access edimax**.setup, connect the EW-7288APC to
&5 a computer using an Ethernet cable and try again.
You will be prompted for a username and password. The default username is

“admin” and the default password is “1234”.

Connect to edimax.setup (o

CF---’;:,)
b \

The server edimax.setup at Default Name:admin
Password: 1234 reguires a username and password,

Warning: This server is reguesting that your username and
password be sent in an insecure manner (basic suthentication
without & secure connection).

User name: € admin -

Password: sena

Remember my password

Ok | | Cancel

“ You can access the browser based configuration interface using
" the device’s IP address instead of using the URL
http://edimax**.setup.

15



You will arrive at the “Status and Information” screen. Use the menu down
the left side to navigate.

A Screenshots displayed are examples.The information shown on
your screen will vary depending on your configuration.

FDIMAX

NETWORKING PECPLE TOGETHER

Status and Information

» iQ Setup
You can check the device’s MAC address, runtime code, hardware version, and network

» Basic Settings status below.

» WPS Setting

» Advanced Setting Uptime  Oday:0h:0m:13s
Hardware Version Rev. vi

Mode AP

Firmware version \;1_[}2[ Upgrade Firmware ]

Wireless Configuration

ESSID  Edimaxc2-5GHz

Channel Number 153
Security  WPAZ2 (AES)
BSSID (MAC)  00:el:4c:81:96.c2

Associated Clients 4 ’ Show Active Clients ]

LAN Configuration

IP Address  192.168.9.2
SubnetMask 2552552550
Default Gateway 0.0.0.0
MAC Address  00:e0:4c:81:96:c1




llI-2. Save Settings

1. After you configure any settings, click the “Save” button at the bottom of
the screen to save your changes.

-

“ The device needs to restart in order to bring any changes into
&2 effect.

2. Then, click “click here to restart” in order to restart the device and bring
the changes into effect.

Settings have been saved. Pleas¢€click here to re@e router and bring the new settings
into effect N—

3. To make several changes at once, use the “Save” button after each
change and then click “click here to restart” after your final change. Only
one restart is necessary as long as each change is saved with the “Save
Settings” button.

“ After you click “click here to restart”, all saved changes will come
& into effect.

17



I-3. Main Menu

The main menu displays different options depending on your device’s
operating mode.

Access Point Wi-Fi Bridge
» iIQ Setup » iQ Setup
» Basic Settings » Advanced Setting

» WPS Setting
» Advanced Setting

18



ll1-3-1. Home

~ The “Status and Information” page displays basic
4 Home . : . :

| system information about the device, arranged into
categories.

A Screenshots displayed are examples.The information shown on
your screen will vary depending on your configuration.

Status and Information

» iQ Setup

You can check the device’s MAC address, runtime code, hardware version, and network

» Basic Settings status below.

» WPS Setting

» Advanced Setting Uptime  Oday:0h:0m:13s

Hardware Version Rev. vi

Mode AP

Firmware version \;1_[}2[ Upgrade Firmware ]

Wireless Configuration

ESSID  Edimaxc2-5GHz

Channel Number 153
Security  WPAZ2 (AES)
BSSID (MAC)  00:el:4c:81:96.c2

Associated Clients 1 ’ Show Active Clients ]

LAN Configuration

IP Address  192.168.9.2
SubnetMask 2552552550
Default Gateway 0.0.0.0
MAC Address  00:e0:4c:81:96:c1




111-3-2. iQ Setup

E > You can run the iQ Setup wizard to configure the
basic settings of the EW-7288APC. Refer to the

appropriate instructions below for each mode if you need help.

Access Point Mode
In access point mode, iQ Setup provides a quick way to configure your
EW-7288APC’s IP address as well as SSID & password.

1. Select “Obtain an IP address automatically” or “Use the following IP
address” for your EW-7288APC. If you are using a static IP, enter the IP

address, subnet mask and default gateway. Click “NEXT” to proceed to the

next step.

Management IP

Please set the IP address of the access point. If you are using a static IP, enter the IP
address, subnet mask and default gateway. Click Next to proceed to the next step.

@ Obtain an IP address automatically
Use the following IP address

IP Address :

Subnet Mask :

Gateway Address -

“Obtain an IP address automatically” is the recommended setting
for most users. For more guidance on static IP addresses, please
refer to |V-1. Confiquring your IP address.

2. Enter a new SSID/Wi-Fi network name & password for your EW-7288APC
if you wish, and choose to enable or disable a hidden SSID, then click
“NEXT”.

A hidden SSID will not be visible to your Wi-Fi devices and must be
entered manually in order to connect.

&

Q It is not recommended to disable your Wi-Fi password.

20



Change basic Setting

Wi-Fi Network Name Edimaxc2-5GHz
Hide Extender 551D i@ Disabled © Enabled
Enabled -

Wi-Fi Network Password
bhdd3ede

3. Check that the settings are correct and click “Apply” to continue.

Settings saved successfully!

Please click APPLY to restart the system and make the changes take effect.

Wi-Fi Network Name : Edimaxc2-5GHz
Wi-Fi Network Password : bhd43e3e

4. Please wait a moment until the EW-7288APC is ready.

System is restarting. Please wait for a moment.

Remind: Your Wi-Fi will disconnect from the AP during the
system restart (approximately 1 minute). When the system is
complete, please connect to the AP's new SSID and password
as below.

Wi-Fi Network Name - Edimaxc2-5GHz
Wi-Fi Network Password : b5d43e3e

21



5. Afinal congratulations screen will indicate that setup is complete. You can
now connect to the device’s new SSID which is displayed on the screen, and
close the browser window.

Congratulations.

You have successfully completed the configuration. You can close this browser
window and reconnect to this AP device with new wireless security key now.

Wi-Fi Network Name : Edimaxc2-5GHz
Wi-Fi Network Password : b5d43e3e

Wi-Fi Bridge Mode
In Wi-Fi bridge mode, iQ Setup here is the same as the initial setup wizard.
Please refer back to II-2. Wi-Fi Bridge Mode Step 5 onwards.

EDIMAX English  |v]
HETWORKING PEOPLE TOGETHER
» Home IQ Setup
>
. Please connect this device to one of the following Wi-Fi networks.
» Advanced Setting
[[] Connectto a hidden netwark
[ Hide Extender SSID
Signal
Strength
F EdimaxHQ_5G 100
OBM_G68U_5G 100
Edimax IP CAM_5G 100
LTLin-5G 96
56 testing 82
EdimaxHQ_5G 68
OBM_WAP1750_A 64
MEC &G 60
OBM-Celeno-5G 48
MEETING_ROOM_6F_5G 44
EdimaxHQ_5G 32
5G-2 30
EdimaxHQ_5G 30
EdimaxHQ 5G 26

22



11-3-3. Basic Settings
Q : The “Basic Settings” screen displays settings for your
primary 5GHz Wi-Fi network.

Basic Settings

This page allows you to define the S51D and channel number for wireless connection.
These parameters are used for wireless stations to connect to the access point.

Mode AP
Band [6 GHz (A+N+AC) V|

Main 5SID |Edimaxc21—5GHz x |

AP Isolation Disabled v

(Client user isolation)

Channel Number

Associated Clients | Show Active Clients |
Save
Mode Displays the device’s mode: “AP”
Band Select the wireless standard used for the

EW-7288APC’s 5GHz Wi-Fi. “(A+N+AC)”
means that 802.11a, 802.11n, and 802.11ac
wireless clients can connect to the
EW-7288APC.

Main SSID This is the name of your Wi-Fi network for
identification, also sometimes referred to as
“SSID”. The SSID can consist of any
combination of up to 32 alphanumerical
characters.

AP Isolation Enable or disable AP isolation. This prevents
wireless clients connected to the
EW-7288APC from communicating with each
other and improves security. Typically, this
function is useful for corporate environments
or public hot spots and can prevent brute
force attacks on clients’ usernames and

passwords.
23




Channel Number

Select a wireless radio channel or use the
default “Auto” setting from the drop-down
menu.

Wireless Clients

Click “Show Active Clients” to display a new
window showing information about wireless
clients. Please disable any pop-up blockers if
you have difficulty using this function.

24




l-3-4. WPS Setting

@ Wi-Fi Protected Setup is a simple way to establish
connections between WPS compatible devices. WPS
can be activated on compatible devices by pushing a WPS button on the
device or from within the device’s firmware/configuration interface. When
WPS is activated in the correct manner and at the correct time for two

compatible devices, they will automatically connect. PIN code WPS includes
the use of a PIN code between the two devices for verification.

WPS (Wi-Fi Protected Setup) Settings

This page allows you to configure WPS (Wi-Fi Protected Setup) settings. WPS allows
wireless clients to connect to this device automatically.

Mote: WPS function will be disabled if your wireless security uses WEP or WPA (TKIF)
encryption.

Enable WP5S

Wi-Fi Protected Setup Information :
WPS Status Configured
Self PinCode 75727598
Device S5ID Edimaxc2-5GHz
Security Type WPAZ (AES)
Passphrase Key b5d43ele

Device Configure :
Configuration Mode Registrar

Configure via Push Button Start PBC

Configure by Client PinCode Send PIN
Enable WPS Check/uncheck this box to enable/disable
WPS.
WPS Status Displays “Configured” or “unConfigured”

depending on whether WPS and SSID/security
settings for the device have been configured or
not, either manually or using the WPS button.
Self PIN Code Displays the WPS PIN code of the device.

25



Device SSID

Displays the SSID of the EW-7288APC.

Security Type

Displays the wireless security authentication
mode of the device.

Passphrase Key

Displays the wireless security authentication
key.

Configuration
Mode

The configuration mode of the device’s WPS
setting is displayed here. “Registrar” means
the device acts as an access point for a wireless
client to connect to and the wireless client(s)
will follow the device’s wireless settings.

Configure via Push
Button

Click “Start PBC” (Push-Button Configuration)
to activate WPS on the access point. WPS will
be active for 2 minutes.

Configure via Client
PIN Code

Enter the wireless client’s PIN code here and
click “Start PIN” to activate PIN code WPS.
Refer to your wireless client’s documentation if
you are unsure of its PIN code.
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11-3-5.

Advanced Setting

A The “Advanced Setting” menu varies according to operating

&2 mode.

Access Point Mode:

~ Advanced Settino

Security

MAC Filtering
Password Settings
Administration Utility
Configurationt Tools

Wireless Advanced Setting

The “Advanced Settings” screen allows you configure
technical settings. These settings are for experienced
users only, please do not change any of the values on
this page unless you are already familiar with these

functions. Other advanced features of your
EW-7288APC can be configured from the submenu,
such as wireless security and MAC filtering.

These settings are only for more technical advanced users who have sufficient knowledge
about wireless LAN. These settings should not be changed unless you know what effects the

changes will have.

Fragment Threshold
RTS Threshold
Beacon Interva
Data Rate

Channel Width
Preamble Type
Broadcast ESSID

Tx Power

2346 (256-2348)
2347 (0-2347)

100 (20-1024 ms)
Auto -

D 20MHz O Auto 20/40MHz @ Auto 20/40/80MHz
@ Long Preamble © Short Preamble

@ Enabled © Disabled

~ Disabled @ Enabled

100 % -

Save

Fragment Threshold

Set the Fragment threshold of the wireless
radio. The default value is 2346.

RTS Threshold

Set the RTS threshold of the wireless radio.
The default value is 2347.
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Beacon Interval

Set the beacon interval of the wireless radio.
The default value is 100.

Data Rate

Set the wireless data transfer rate. The
default is set to Auto.

Channel Width

Select wireless channel width (bandwidth
used by wireless signals from the device) —
the recommended value is 20/40/80MHz.

Preamble Type

Set the wireless radio preamble type. The
default value is “Long Preamble”.

Broadcast SSID

Enable or disable to broadcast SSID or not.

WMM

WMM (Wi-Fi Multimedia) technology can
improve the performance of certain network
applications, such as audio/video streaming,
network telephony (VolP) and others. When
WMM is enabled, the device will prioritize
different kinds of data and give higher
priority to applications which require instant
responses for better performance.

Tx Power

Set the power output of the wireless radio.
You may not require 100% output power.
Setting a lower power output can enhance
security since potentially malicious/unknown
users in distant areas will not be able to
access your signal.

Wi-Fi Bridge Mode:

'~ Advanced Settino

Password Settings
Administration Utility
Configurationt Tools

The “Advanced Settings” page allows you to adjust
the power output and LED operation of the
EW-7288APC. The submenu options listed under
“Advanced Settings” allow you to configure password
and administrative IP functions, as well as
restart/restore and upgrade firmware.
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Wireless Advanced Setting

Advanced functions of the extender can be configured below.

Tx Power 100 % -
Enable LED Off Mode Enabled @ Disabled
Save

Tx Power

Set the power output of the wireless radio.
You may not require 100% output power.
Setting a lower power output can enhance
security since potentially malicious/unknown
users in distant areas will not be able to
access your signal.

Enable LED Off
Mode

Enable or disable the EW-7288APC’s LED.

I11-3-5-1. Security

The EW-7288APC provides various security options (wireless data encryption).
When data is encrypted, information transmitted wirelessly cannot be read by

anyone who does not know the correct encryption key.

Security

This page allows you setup the wireless security. Turn on WEP or WPA by using Encryption
Keys could prevent any unauthorized access to your wireless network.

Security Type WPA pre-shared key ~
WPA Unicast Cipher Suite WPA(TKIP) @ WPAZ(AES) WPAZ Mixed
Pre-Shared Key Format Passphrase -
Security Key b5d43e3e
Save

Select an encryption type from the drop-down menu:
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. “
A

ﬂ WPA Pre-shared Key” is the recommended and most secure
& encryption type.

I1l-3-5-1-1. Disable

Encryption is disabled and no password/key is required to connect to the
EW-7288AP.

‘K Disabling wireless encryption is not recommended. When

.Y disabled, anybody within range can connect to your device’s SSID.

Security Type Disable -
l1-3-5-1-2. WEP

WEP (Wired Equivalent Privacy) is a basic encryption type. For a higher
level of security consider using WPA encryption.

Security

This page allows you setup the wireless security. Turn on WEP or WPA by using Encryption
Keys could prevent any unauthorized access to your wireless network.

Security Type WEP -
Key Length 128-bit -
Key Format HEX (26 Characters) =~
Security Key 00000000000000000000000000
Save
Key Length Select 64-bit or 128-bit. 128-bit is more secure
than 64-bit.
Key Format Choose from “ASCII” (any alphanumerical

character 0-9, a-z and A-Z) or “Hex” (any
characters from 0-9, a-f and A-F).

Security Key Enter your encryption key/password according
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to the format you selected above. A complex,

hard-to-guess key is recommended. Check the
“Hide” box to hide your password from being

displayed on-screen.

l1-3-5-1-3. WPA Pre-Shared Key

WPA pre-shared key is the recommended and most secure encryption

type.

Security

This page allows you setup the wireless security. Turn on WEP or WPA by using Encryption
Keys could prevent any unauthorized access to your wireless network.

Security Type WPA pre-shared key -
WPA Unicast Cipher Suite WPA(TKIF) @ WPA2(AES) © WPAZ2 Mixed
Pre-Shared Key Format Passphrase -
Security Key b5d43e3e

Save

WPA Unicast
Cipher Suite

Select from WPA (TKIP), WPA2 (AES) or WPA2
Mixed. WPA2 (AES) is safer than WPA (TKIP),
but not supported by all wireless clients. Please
make sure your wireless client supports your
selection. WPA2 (AES) is recommended
followed by WPA2 Mixed if your client does not
support WPA2 (AES).

Pre-shared Key

Choose from “Passphrase” (8-63

Format alphanumeric characters) or “Hex” (up to 64
characters from 0-9, a-f and A-F).
Security Key Please enter a key according to the format you

selected above. A complex, hard-to-guess key
is recommended. Check the “Hide” box to hide
your password from being displayed on-screen.
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lllI-3-5-2. MAC Filtering

MAC filtering is a security feature that can help to prevent unauthorized users
from connecting to your wireless router.

This function allows you to define a list of network devices permitted to
connect to the EW-7288APC. Devices are each identified by their unique MAC
address. If a device which is not on the list of permitted MAC addresses
attempts to connect to the EW-7288APC, it will be denied.

To enable this function, check the box labeled “Enable Wireless Access
Control”.

MAC Address Filtering

With MAC address filtering set up, only authorized MAC addresses can be associated to this
device.

T achdiess | Comment | Seleat _

11:22:33:44:55:66 Example [

[ Delete Selected ] [ Delete All ]

Enable Wireless Access Control

MAC Address Comment
Add

Save

MAC address entries will be listed in the “MAC Address Filtering Table”. Select
an entry using the “Select” checkbox.

MAC Address Authorized MAC addresses are listed here.

Comment Comments associated with each MAC address
are listed here.

Delete Selected Delete the selected MAC address from the
list.
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Delete All

Delete all entries from the MAC address
filtering table.

MAC address

Enter a MAC address of computer or network
device manually without dashes or colons e.g.
for MAC address ‘aa-bb-cc-dd-ee-ff’ enter
‘aabbccddeeff’.

Comment

Enter a comment for reference/identification
consisting of up to 16 alphanumerical
characters.

Add

Click “Add” to add the MAC address to the
MAC address filtering table.
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llI-3-5-3. Password Settings

You can change the password used to login to the browser-based
configuration interface here. It is advised to do so for security purposes.

Please make a note of the new password. In the event that you
~ forget the password and are unable to login to the browser
A based configuration interface, see Il-7. Reset to factory default
settings for how to reset the device.

Password Settings

Current Password
Mew Password

Re-Enter Password

Reboot

Current Password Enter your current password.
New Password Enter your new password.
Confirmed Password | Confirm your new password.

llI-3-5-4. Administration Utility

You can configure your Local Area Network (LAN) on this page. You can enable
the router to dynamically allocate IP addresses to your LAN clients, and you
can modify the IP address of the device. The device’s default IP address is
192.168.9.2.

4L You can access the browser based configuration interface using
T the device’s IP address instead of using the URL
http.//edimax**.setup.
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Management IP

@ Obtain an IP address automatically
Use the following IP address

P Address
Subnet Mask

Gateway Address

DHCP Server

DHCP Server Disabled
Start IP
End IP

Lease Time 30 Mins

IP Address Specify the IP address here. This IP address
will be assigned to the EW-7288APC and will
replace the default IP address.

Subnet Mask Specify a subnet mask. The default value is
255.255.255.0

Gateway Address For static IP users, a gateway address must be
specified, the default value is 0.0.0.0.
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llI-3-5-5. Configuration Tools

The “Configuration Tools” menu allows you to backup the EW-7288APC’s
settings, restore the settings to a previous version or restore the EW-7288APC
back to its factory default state. You can also upgrade the firmware and
reboot the device.

A Do not switch off or disconnect the device during a firmware
&% upgrade, as this could damage the device. It is recommended that
you use a wired Ethernet connection for a firmware upgrade.

In the event that the router malfunctions or is not responding, then it is
recommended that you restart the device.

Manage Settings

Save the current settings of the device to a _bin file, restore the setiings of the device fo a
previously saved _bin file or reset the device to its factory default settings.

Backup Settings Save

Restore Settings [ Browse.. | | Upload |

Restore to Factory Defaults Reset

Upgrade Firmware

Upgrade the firmware to the most recent version - it is recommended that you use a wired
connection for the procedure.

| Browse.. | | Apply

Reboot

In the event that the device malfunctions or is not responding, you can perform a system
reboot. Click on Apply - this will reboot the device, without affecting your existing settings.

Apply
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Manage Settings

to backup the EW-7288APC’s settings, restore the settings to a previous
version or restore the EW-7288APC back to its factory default state.

Backup Settings Click “Save” to save the current settings on your
computer as config.bin file.

Restore Settings | Click “Browse” to find a previously saved
config.bin file and then click “Upload” to replace
your current settings.

Restore to Click “Reset” to restore settings to the factory
Factory Defaults | default. A pop-up window will appear and ask
you to confirm and enter your log in details.
Enter your username and password and click
“Ok”. See below for more information.

Upgrade Firmware

You can upgrade the system firmware to a more recent version. You can
download the latest firmware from the Edimax website. After the upgrade,
the system will restart.

Browse Open a new window to locate and select the
firmware file in your computer.

Reboot
In the event that the extender malfunctions or is not responding, then it is
recommended that you restart the device.

4, Rebooting the EW-7288APC will not affect the current
& configuration/settings of the device.

Apply Click “Apply” to reboot the device. A status
bar will indicate the progress of the reboot
and you will see a confirmation screen when
the reboot is complete.
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IV. Appendix

IV-1. Configuring your IP address

For first time access to the URL http://edimax**.setup please ensure your
computer is set to use a dynamic IP address. This means your computer can
obtain an IP address automatically from a DHCP server. You can check if your
computer is set to use a dynamic IP address by following IV-1-1. How to check

that your computer uses a dynamic IP address.

‘1 ** are the last two characters of the EW-7288APC’s MAC address.
&% The MAC address is displayed on the label on the bottom of the
EW-7288APC.

Static IP users can also temporarily modify your computer’s IP address to be
in the same IP address subnet e.g. 192.168.9.x (x = 3 — 254) as the
EW-7288APC in order to access http://edimax**.setup.

| g The EW-7288APC’s default IP address is 192.168.9.2.
The procedure for modifying your IP address varies across different operating

systems; please follow the guide appropriate for your operating system in
IV-1-2. How to modify the IP address of your computer.

4, Static IP users please make a note of your static IP before you
& change it.

You can assign a new IP address to the device which is within the subnet of

your network during setup or using the browser based configuration interface

(refer to 1ll-3-3. Basic Settings). Then you can access the URL

http://edimax**.setup in future without modifying your IP address.

4, Please remember to change your IP address back to its original

&b

&= value after the device is properly configured.
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IV-1-1. How to check that your computer uses a dynamic IP address

Please follow the instructions appropriate for your operating system.

IV-1-1-1. Windows XP

1. Click the “Start” button (it should be located in the lower-left corner of
your computer), then click “Control Panel”. Double-click the “Network and
Internet Connections” icon, click “Network Connections”, and then
double-click “Local Area Connection”. The “Local Area Connection Status”
window will then appear, click “Properties”.

- lLocal Area Connection Properties @g|

General | authentication | Advanced

Connect uging:

B8 AMD PCMET Farily PCI Ethernet Ad

Thiz connection uses the following items:

% Client for Microsoft Metworks
.@ File and Printer Sharing for Microsoft Metworks

Cro== 1)

Tranzmizzion Control Protocol/nternet Protocaol. The default
wide area network pratocal that provides communication
acrozs diverse interconnected networks.

Dezcription

[] 5how icon in notification area when connected
Matify me when this connection haz limited or no connectiviy

[ ok ][ Cancel ]

2. “Obtain an IP address automatically” and “Obtain DNS server address
automatically” should be selected.
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—

Internet Protocol (TCPZIP) Properties

General | Alternate Canfiguration

Y'ou can get IP zettings assigned automatically if your network, supparts
thiz capability. Othemwize, vou need to azk your nebwork, adriniztratar for
the appropriate [P settings.

C®

@

Ohbtain DMS zerver addrezs automaticall

() Use &r addresses:

[ OF. H Cancel ]
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IV-1-1-2. Windows Vista

1. Click the “Start” button (it should be located in the lower-left corner of
your computer), then click “Control Panel”. Click “View Network Status and
Tasks”, then click “Manage Network Connections”. Right-click “Local Area
Network”, then select “Properties”. The “Local Area Connection Properties”
window will then appear, select “Internet Protocol Version 4 (TCP / IPv4)”,
and then click “Properties”.

.. Local Area Connection Properties x |
Networking I
Connect using:
| L¥ Intel(R) PRO/1000 MT Network Connection

This connection uses the following items:

V] 9% Client for Microsoft Networks
v QQOS Packet Scheduler

v .@ File and Pnrlter Shanng for Mlcrosoft Netv\orks
v il

G . lntemet Pmtoool Versuon 4 (T CP/IPv4)

i Link- Layer Topology Discovery Responder

Install... | instal ‘ Properties | >
v

i~ Description
Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks.

oK | Cancel |

2. Select “Obtain an IP address automatically” and “Obtain DNS server
address automatically” should be selected.
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General | Alternate Configuration |

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

IP address: |
Subnet mask; |
Default gateway: I

Preferred DNS server: I

Alternate DNS server; I
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IV-1-1-3. Windows 7

1. Click the “Start” button (it should be located in the lower-left corner of

your computer), then click “Control Panel”.

—
‘J' Getting Started

@ Windows Media Center
o]

Calculator

Sticky Notes

% Snipping Tool
Kd;f Paint

% Remote Desktop Connection

Q,‘ Magnifier

.’ 4 Solitaire

»  AllPrograms

Edimax

Documents

Pictures

Music

Games

Computer

Control Panel
Devices and Printers
Default Programs

Help and Support

l IS:‘ﬂrc%1 programs and files

\' @‘ 53 » Control Panel »

Adjust your computer’s settings

i  System and Security
? Review your computer's status
\ Back up your computer
Find and fix problems

Network and Interne
View network status and tasks
Choose homegroup and sharing opig

, / Hardware and Sound

%.. *  View devices and printers
Add a device

- Programs

h D) Uninstall a program

View by: Category v

User Accounts and Family Safety
&) Add or remove user accounts
’57 Set up parental controls for any user

Appearance and Personalization
Change the theme

Change desktop background

Adjust screen resolution

Clock, Language, and Region
Change keyboards or other input methods
Change display language

4#FI\ Ease of Access
l\\) Let Windows suggest settings

Optimize visual display

e & &

3. Click “Local Area Connection”.
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View your basic network information and set up connections

ﬂb!.!" @ w 5& See full map

TS-WINT Home network Internet
(This computer)

View your active networks Connect or disconnect

Access type: Mo Internet access
Home network
- HomeGroup:
Home network

Conneclons: [ Local Area Connection

4. Click “Properties”.

I Local Area Connection Stati

General

Connection
IPv4 Connectivity: Mo Internet access

IPvE Connectivity: Mo network access
Media State: Enabled

Duration: 02:08:52
Speed: 100.0 Mbps

Sent —— kﬁ ——  Received

Bytes: 951,332 | 4,398,184

'@'Properﬁes '@' Eble Diagnose
/

s
Close

5. Select “Internet Protocol Version 4 (TCP/IPv4) and then click “Properties”.
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@ Local Area Connection Properties

Metwaorling

Connect using:
L¥  Broadcom 440 10/100 Integrated Controller

This connection uses the following tems:

% Clignt for Microsoft Networks
Bl 305 Packet Scheduler
Q File and Printer Sharing for Microsoft Networks

..... : apper /0 Driver
4. Link-Layer Topology Discovery Responder

&~

Description

TCP/IP version 6. The |atest version of the intemet protocol
that provides communication across diverse interconnected
networks.

| [ ok || Ccanca |

6. Select “Obtain an IP address automatically” and “Obtain DNS server
address automatically” should be selected.

Internet Protocel Version 4 (TCP/IPvd) Properties

General

‘You can get IF settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

() Obtain an IP address automatically

IP address: 192 .168 . 2 .10
Subnet mask: 255,255 .255 . 0
Default gateway:

Obtain DMS server address automatically

Preferred DMNS server:

Alternate DMS server:

[ validate settings upon exit

[ oK ][ Cancel ]
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IV-1-1-4. Windows 8

1. From the Windows 8 Start screen, you need to switch to desktop mode.
Move your curser to the bottom left of the screen and click.

FAE-PC &

- ?); I

: Bing %\f - . Nl

Rio de Janeiro, Brazil

e

S

e 15 -
il
Drive

o
ky

2. In desktop mode, click the File Explorer icon in the bottom left of the
screen, as shown below.

Windows 8
Build 9200

2:47PM
12/3/2012

A [m 90 Mk
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3. Right click “Network” and then select “Properties”.

Network View ~ 0
© * 1 b Network v @& | Search Network »
Network discovery and file sharing are turned off. Network computers and devices are not visible. Click to change... x

457 Favorites

B Desktop
18 Downloads
‘E_—:'_ Recent places

4 5 Libraries
3 @ Documents
b @t Music
I» [&5] Pictures
» B8 Videos

& 18 Computer

€ Nen

Expand

Open in new window

Pin to Start

Map network drive...
Disconnect network drive...

5
e

0items

This folder is empty.

53 PM
12/3/2012

2

4. Inthe window that opens, s
side.

elect “Change adapter settings” from the left

Pictures

v

4

Search Pictures

T %% « Network and Internet + Network and Sharing Center

v & | Search Control Panel
View your basic network information and set up connections
View your active networks

Network
Public network

Access type: Internet
Connections: @ Ethernet

Change your networking settings

i Setup a new connection or network

Set up a broadband, dial-up, or VPN connection; or set up a router or access point,

[ Troubleshoot prodlems

Diagnose and repair network problems, or get traubleshoating infarmation.

| D Lﬂ = | Library Tools  Picture Tools
Home Share View Manage Manage
(€ (3) = 1 [&» Libraries » Pictures +
' Favorites
B Desktop
8 Downloads
%] Recent places
Centrol Panel Home
2 Libraries
%] Documents Change adapter settings
Jl Music Ty
& Pictures seftings
B videos
18 Computer
7! Network
See also
HomeGroup
Intemet Options
Windows Firewall
Titem  1itemselected  Library includes: 2 locations

254 PM
12/3/2012

s % D e

47



5. choose your connection and right click, then select “Properties”.

i | [ =] Network - 9
Network View ~ 0
© * 1 b Network v @& | Search Network »
Network discovery and file sharina are turned off. Network computers and devices are not visible, Click to chanae... x
a

MNetwork and Sharing Center

\ i
0 Favorites
B Desktop
18 Downloads
‘E_—ﬂ Recent places

T -.@ <« Network and Internet » Network Connections » v O Search Network Connections @

Organize = ork device Diagnase this connection Rename this connection » ﬂ, - m ®

4 Libraries s

@ Documents &gf Network

o Music 57 Broadcom 440x 10/100 Integ Mme

=] Pictures Status

B videos Diagnose

@& Bridge Connections
18 Computer
Create Shortcut

€ Network Delete

‘ ] Properties l

Qitems Titem 1 item selected
. 2:55PM

o B
SR pmg

6. Select “Internet Protocol Version 4 (TCP/IPv4) and then click “Properties”.

i | [ ()= | Network - g
Network View ~ 0

© * 1 b Network v @& | Search Network »
Network discovery and file sharina are turned off. Network computers and devices are not visible, Click to chanae... x

. ] Network and Sharing Center = =

0 Favorites n) X @ : =
B Desktop E etwork Connections
i Downloads T -@ <« Network and Internet » Network Connections v O Search Network Connections 0
- O @

2 Recent places
on Rename this connection  »

4 Libraries

@ Documents W‘

o Mosic Connect using:

[&5] Pictures

B videos & Broadcom 440 10100 Integrated Controller
18 Computer This connection usss the following ftems

4=1File and Printer Sharing for Microsoft Networks ~

€ Network [ - Microsoft Network Adapter Mutiplexor Protocol

& Microsoft LLDP Protacel Driver
& Link-Layer Topology Discovery Mapper 1/0 Driver
|

—
et € Popenes 3
—
Description

Transmission Cortrol Protocal/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks.

Oitems Titem  1item selected
55 PM
12/3/2012
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7. Select “Obtain an IP address automatically” and “Obtain DNS server
address automatically” should be selected.

i | [ ()= | Network - g
Network View ~ 0

© * 1 b Network v @& | Search Network »
Network discovery and file sharina are turned off. Network computers and devices are not visible, Click to chanae... x

. ] Network and Sharing Center = =

3¢ Favorites 2 X @ : =
B Desktop E etwork Connections
4 Downloads 1 & « Network and Internet » Network Connections v G Search Network Connections @

‘E:J Recent places

Ornznize w Nicahls thic metunrl devics Riznnncs thic cannection Renamethis connection  »

Ethernet Properties

i Libraries
@ Documents
&t Music
[&5] Pictures
i Videos

General | Alternate Configuration

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
fo

18 Computer

€ Network

Default gateway: . . .

(@) Obtain DNS server address automatically

g the following DNS server address

B rp—— L
Alcernate DHS server: l:l

validate settings upon exit

55 PM
12/3/2012
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IV-1-1-5. Mac OS

1. Have your Macintosh computer operate as usual, and click on “System
Preferences”.

System Preferences

2. In System Preferences, click on “Network”.

Internet & Network

Q @

Mobile Me MNetwork QuickTime Sharing

3. Click on “Wi-Fi” in the left panel and then click “Advanced” in the lower
right corner.

enon Network

[« > || ShowAll | Q

Location: | Automatic =

Status: Connected | Turn Wi-Fi Off |

Wi-Fi is connected to OBM-AirPort-2.4G and
has the IP address 192.168.77.119.

@ AXBBL...thernet 4 5 Network Name: | OBM-AirPort-2.4G &
Mot Connected
e 802.11 n WLAN <m> @Ask to join new networks
Not Connected Known networks will be joined automatically.
. . If no known networks are available, you will
@ FireWire be asked before joining a new network.
Mot Connected
@ Bluetooth PAN g
Mot Connected

R e (™ Show Wi-Fi status in menu bar | Advanced... | ._.

1l
ﬂ£ Click the lock to prevent further changes. |  Assistme... | Revert Apply

4. select “TCP/IP” from the top menu and “Using DHCP” in the drop down
menu labeled “Configure IPv4” should be selected.
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Configure @ARAILET TR0 (e

- manual address
IPv4 Address  sing BootP

Manually

Configure IPv6: [ Automatically ?]

Router:
IPv6 Address:
Prefix Length:

D:

. —
| wi-lQEETTE NS | WINS | 802.1X | Proxies | Hardware |-

Renew DHCP Lease

(Tf required )

ok
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IV-1-2. How to modify the IP address of your computer

Please follow the instructions appropriate for your operating system. In the
following examples we use the IP address 192.168.9.20 though you can use
any IP address in the range 192.168.9.x (x = 3 — 254) in order to access iQ
Setup/browser based configuration interface.

A Please make a note of your static IP before you change it.

IV-1-2-1. Windows XP

1. Click the “Start” button (it should be located in the lower-left corner of
your computer), then click “Control Panel”. Double-click the “Network and
Internet Connections” icon, click “Network Connections”, and then
double-click “Local Area Connection”. The “Local Area Connection Status”
window will then appear, click “Properties”.

_ -
- Local Area Connection Properties E]E]

General | authentication | Advanced
Connect uging:

B8 AMD PCMET Family PCI Ethernet Ad

Thiz connection uzes the following items:

Igl Client for Microsoft Metworks
.@ File and Printer Sharing for Microzoft Mebworks

Ingtall... ' Properties ’

Dezcription

Transmizsion Control Pratocal/|ntermet Protocol, The defalt
wide area network. pratocol that provides communication
acrozs diverse interconnected networks.

[] 5how izon in notification area when connected
Matify me when this connection haz limited ar no connectivity

[ ok H Cancel ]

2. Select “Use the following IP address”, then input the following values:

“ Your existing static IP address will be displayed in the “IP
& address” field before you replace it. Please make a note of this IP
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address, subnet mask, default gateway and DNS server
addresses.

IP address: 192.168.9.20
Subnet Mask: 255.255.255.0

Click ‘OK’ when finished.

Internet Protocol (TCPZIP) Properties

?X]

General |

Y'ou can get IP zettings assigned automatically if your network, supparts
thiz capability. Othemwize, vou need to azk your nebwork, adriniztratar for
the appropriate [P settings.

|F addrezz!

Subnet masgk:

Default gateway:

(#) Use the follawing DMS server addresses:
Preferred DMS zerver | . . . |

Alternate DMS zerver | . . . |

[ OF. H Cancel ]
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IV-1-2-2. Windows Vista

1. Click the “Start” button (it should be located in the lower-left corner of
your computer), then click “Control Panel”. Click “View Network Status and
Tasks”, then click “Manage Network Connections”. Right-click “Local Area
Network”, then select “Properties”. The “Local Area Connection Properties”

window will then appear, select “Internet Protocol Version 4 (TCP / IPv4)”,
and then click “Properties”.

. Local Area Connection Properties x|
Networking |

Connect using:

| ¥ Intel(R) PRO/1000 MT Network Connection

This connection uses the following items:

V] 9% Client for Microsoft Networks
=) QoS Packet Scheduler

v .';9 File and Printer Sharing for Microsoft Networks
@ i o OloC0l VeISIoN © S~

b

Install.... | ) ‘| Properties | )

Desciption e —

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks.

oK | Cancel |

2. Select “Use the following IP address”, then input the following values:

A Your existing static IP address will be displayed in the “IP
== address” field before you replace it. Please make a note of this IP

address, subnet mask, default gateway and DNS server
addresses.

IP address: 192.168.9.20
Subnet Mask: 255.255.255.0

Click ‘OK’ when finished.
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Internet Protocol Version 4 (TCP/IPv4) Properties @J&J

General

You can get IP settings assigned automatically if your network supports

this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

() ObtginaglBaddrecs automatically

(@) Use the following IP address:

IP adare "192.168. 9 .20
Subnet mask: 255 ,255.255. 0
Default gateway: |

Obtain DNS server address automatically
@ Use the following DNS server addresses:

Preferred DNS server:

Alternate DNS server:

o) o)

IV-1-2-3. Windows 7

1. Click the “Start” button (it should be located in the lower-left corner of
your computer), then click “Control Panel”.
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59
dl Getting Started
@ Windows Media Center
Calculator

Sticky Notes

% Snipping Tool
,/e’;ﬁ Paint

%j) Remote Desktop Connection

@,’ Magnifier

’* Solitaire

» Al Programs

| |5=‘Grfr'1 programs and file

Adjust your computer’s settings

System and Security
Review your computer's status
Back up your computer

Find and fix problems

Network and Internet

View network status and tasks
Choose homegroup and sharing optio

Hardware and Sound
View devices and printers
Add a device

Programs

Uninstall a program

8
Ny

2

®

Edimax

Documents
Pictures

Music

Games

Computer

Control Panel
Devices and Printers
Default Programs

Help and Support

.~

v

Search Control Panel
View by: Category v

User Accounts and Family Safety
‘@ Add or remove user accounts
’@ Set up parental controls for any user

Appearance and Personalization
Change the theme

Change desktop background

Adjust screen resolution

Clock, Language, and Region
Change keyboards or other input methods
Change display language

Ease of Access
Let Windows suggest settings
Optimize visual display

3. Click “Local Area Connection”.
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View your basic network information and set up connections

HA‘: @ w %ﬁ See full map

TS-WINT Home network Internet
(This computer)

View your active networks Connect or disconnect
Access type: Mo Internet access

Home network
I\' Home network

-

HomeGroup:

Connectio@: B Local Area Connection

4. Click “Properties”.

U Local Area Connection Stat

General

Connection
IPv4 Connectivity: Mo Internet access
IPvE Connectivity: Mo network access
Media State: Enabled
Duration: 02:08:52
Speed: 100.0 Mbps

Sent —— k! ——  Received

Bytes: 951,332 | 4,398,184

'@' Properties Disable Diagnose

5. Select “Internet Protocol Version 4 (TCP/IPv4) and then click “Properties”.
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-
U Local Area Connection Properties S

Metwaorling

Connect using:

L¥  Broadcom 440 10/100 Integrated Controller

This connection uses the following tems:

% Clignt for Microsoft Networks
.@QDS Packet Scheduler
.@ File and Printer Sharing for Microsoft Networks

- | Py
< i |mtemet Protocol Version 4 (TCP/1Pv4)
2 Driver

4. Link-Layer Topology Discovery Responder

Description

TCP/IP version 6. The |atest version of the intemet protocol
that provides communication across diverse interconnected
networks.

[ ok || Ccanca |

6. Select “Use the following IP address”, then input the following values:

A Your existing static IP address will be displayed in the “IP
== address” field before you replace it. Please make a note of this IP

address, subnet mask, default gateway and DNS server
addresses.

IP address: 192.168.9.20
Subnet Mask: 255.255.255.0

Click ‘OK’ when finished.
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Internet Protocol Version 4 (TCP/IPv4) Properties M

General

You can get IP settings assigned automatically if your network supports

this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

gutomatically
(@) Use the following IP address:

192.168 . 9 .20

Subnet mask:

255 .255.255. 0
Default gateway: —l .

Obtain DNS server address automatically
@) Use the following DNS server addresses:

Preferred DNS server: i

Alternate DNS server: 1= - = W :

Lo J[ concel |
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IV-1-2-4. Windows 8

1. From the Windows 8 Start screen, you need to switch to desktop mode.
Move your curser to the bottom left of the screen and click.

FAE-PC &

f"_ﬂ
,/, 4. .

B ”Q/ 5\
F) '

Rio de Janeiro, Brazil

NASDAQ ESPN - Bret Bielema takes Arkansas job
299669 ¥ -018% (-551)
12/4/2012 515 PM EST

o

b4
= -
o
S London :
a Mostly Cloudy :
3928 i,
=it

Ato
Weather

2. In desktop mode, click the File Explorer icon in the bottom left of the
screen, as shown below.

Windows 8
Build 9200

2:47PM
12/3/2012

A [m 9




3. Right click “Network” and then select “Properties”.

Metwork View v e
@ - 1 ¢' » MNetwork v & Search Network o
Metwork discovery and file sharing are turned off. Metwork computers and devices are not visible, Click to change.., x
45¢ Favorites This folder is empty.
B Desktop
4 Downloads

"2l Recent places

4 5 Libraries
3 @ Documents
3 Ji Music
I [&=] Pictures
B8 Videos

8 Com puter

A

Open in new window

f‘!u

Pin to Start

Map network drive...

Disconnect network drive...

Delete
—
Sc=——

0 items =]

2:53 PM
12/3/20012

- =

4. |nthe window that opens, select “Change adapter settings” from the left
side.
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Picture Tools Pictures

| D LE s | Library Tools

Home Share

@ @ ~ 1 [ » Libraries » Pictures »

Manage

View Manage

¢ Favorites

B Desktop

8 Downloads
“El Recent places

1 EF « Networkand Internet » Netwaork and Sharing Center v &

View your active networks

K Computer
- P @ Set up a new connection or network

7‘! Metwork
@ Troubleshoot problems

See also
HoemeGroup
Internet Options

Windows Firewall

]

Search Pictures

Search Control Panel

View your basic network information and set up connections

7 Libraries
=) Documents Change adapter settings
J Music Change advanced sharing Network Access type: Internet
[E5] Pictures Public network Connections: [ Ethernet
i Videos
Change your networking settings

Diagnose and repair network problems, or get troubleshooting information.

Set up a broadband, dial-up, or VPN connection; or set up a router or access point.

2:54PM

Library includes: 2 locations

Titem  1item selected

5. Choose your connection and right click, then select “Properties”.
=3 - |

Network

- =

h Metwork View

@ - 1 €+ Network
Metwork discovery and file sharina are turned off, Metwork computers and devices are not visible, Click to chanae..,
Network and Sharing Center

A ks
. Favorites

B Desktop

8 Downloads T+ 5@« MNetwork and Internet » Network Connections »

"2l Recent places

Disable this network device Diagnose this connection

Organize =

Ethernet
Network
Broadcom 440x 10,

3 Libraries

@ Documents
J' Music

[E=] Pictures
B Videos

Status

Diagnose

@ Bridge Connections

Create Shortcut

)

M Com puter

f! MNetwork

Titem  1item selected

0 items
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<

]

Rename this connection

]

Search Metwork Connections @

»

Search Network

==
=

clEl —

- O @

12/3/20012

)

- =

2:55PM
12/3/2002



6. Select “Internet Protocol Version 4 (TCP/IPv4) and then click “Properties”.

%

Network

- &
Network View v @
@ - *t Qj » MNetwork v & Search Network 2
Metwork discovery and file sharina are turned off, Metwork computers and devices are not visible, Click to chanae.., x
b Network and Sharing Center = B
0 Favorites © N G . -
B Desktop etwork Connections
& Downloads 1 Ll-'r ¢ MNetwork and Internet » Network Connections v Search Metwork Connections 0@
5| Recent places
aaction Rename this connection » j:: b E (7]
o Libraries
@ Documents Networking
J‘ Music co
nnect using:
[E=] Pictures “
3
E Videos x¥ Broadcom 440x 10/100 Integrated Controller
18 Computer This connection uses the following items:
gﬁle and Printer Sharing for Microsoft Networks ~
€ Network [ -2 Microsoft Network Adapter Muttiplexar Protocel
-a Microsoft LLDP Protocol Driver
4. Link-Layer Topology Discovery Mapper /0 Driver
4. Link-Layer Topology Discovery Responder
S e 0
@Y intemet Protocal Version 4 (TCP/IPv4) B> v
< >
Instal Uninstall ||
Description
Transmission Control Protocol/Intemet Protocol. The defautt
wide area network protocol that provides communication
across diverse interconnected networks.
0K Cancel
0 items Titem 1 item selected i = g

7. Select “Use the following IP address”, then input the following values:

'

Your existing static IP address will be displayed in the “IP

address” field before you replace it. Please make a note of this IP

address, subnet mask, default gateway and DNS server
addresses.

IP address: 192.168.9.20
Subnet Mask: 255.255.255.0

Click ‘OK’ when finished.
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IV-1-2-5. Mac

1. Have your Macintosh computer operate as usual, and click on “System
Preferences”

System Preferences

2. In System Preferences, click on “Network”.

Internet & Network

Q @

Mobile Me MNetwork QuickTime Sharing

3. Click on “Wi-Fi” in the left panel and then click “Advanced” in the lower
right corner.

enon Network

[« > || ShowAll | Q

Location: | Automatic =

Status: Connected | Turn Wi-Fi Off |
Wi-Fi is connected to OBM-AirPort-2.4G and
@ Ethernet D has the IP address 192.168.77.119.
Mot Connected
@ AXBBL...thernet 4 5 Network Name: | OBM-AirPort-2.4G &
Mot Connected
@ 802.11 n WLAN <m> ™ Ask to join new networks
Not Connected Known networks will be joined automatically.
. . If no known networks are available, you will
@ FireWire be asked before joining a new network.
Mot Connected
@ Bluetooth PAN g
Mot Connected

= [~ (™ Show Wi-Fi status in menu bar | Advanced... | | _.

1l
ﬂ£ Click the lock to prevent further changes. |  Assistme... | Revert Apply

4. select “TCP/IP” from the top menu and select “Manually” from the drop
down menu labeled “Configure IPv4”, then click “OK”.
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000

Network

| | ShowAll

= Wi-Fi

[ Wi-Fi I Using DHCP
) Using DHCP with manual address

@nﬁngw
IPv4 Address

Subnet Mask: 255.255.255.0

oxies

Router: 192.168.77.1

Configure IPv6: | Automatically =
Router:
IPv6 Address:

Prefix Length:

Hardware |

g

A Your existing static IP address will be displayed in the “IP
=2 address” field before you replace it. Please make a note of this IP
address, subnet mask, default gateway and DNS server

addresses.

5. Inthe “IPv4 Address” and “Subnet Mask” field enter IP address
192.168.9.20 and subnet mask 255.255.255.0. Click on “OK”.

1.OLE Network
| Show All ]
%‘;, Wi-Fi
[ wi-Fi [FIZJ0 DNS = WINS | 802.1X | Proxies | Hardware
Configure IPv4: | Manuall 3
IPv4 Addgffs: 192168.9.20
Subnet MW  255.255.255.0
Router: 192.168.77.1
Configure IPv6: | Automatically h B
Router:
IPv6 Address:
Prefix Length:
7 | Cancel |
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6. Click “Apply” to save the changes.

800

Network

! Q ~
Location: | Automatic il
=3 —
a8 2 Status: Connected | Turn Wi-Fi Off |
Wi-Fi is connected to OBM-AirPort-2.4G and
@ Ethernet & has the IP address 192.168.9.20.
Not Connected

@ AX881...thernet D

Not Connected

@ 802.11 n WLAN <m>

Not Connected

@ FireWire
Not Connected

@ Bluetooth PAN @
Not Connected

+ |- (%

ol
[_{ Click the lock to prevent further changes.

Network Name: | OBM-AirPort-2.4G =

[gShow Wi-Fi status in menu bar

@Ask to join new networks

Known netwerks will be joined automatically.
If no known networks are available, you will
be asked before joining a new network.

| Advanced... | I\':)‘/I

| Assistme... | | Revert @
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IV-1-3. How to Find Your Network Security Key

To find your network security key, please follow the instructions appropriate
for your operating system.

A If you are using Windows XP or earlier, please contact your ISP or
router manufacturer to find your network security key.

IV-1-3-1. Windows 7 & Vista

1. Open “Control Panel” and click on “Network and Internet” in the top
menu.

File Edit View Tools Advanced Help

Organize *

AN | A

—_ I
X a2 il
Local Area Wireless
Connection Network

Connection
19

2. Click on “View network status and tasks” which is under the heading
“Network and Sharing Center”.

File Edit View Tools Help

Contrel Panel Home .
etwg pd Sharing Center

System and Security - fiew network status and tas! Connect to a network
T —— =

Uters and devices
Network and Internet Add a wireless device to the network

Hardware and Sound

HomeGrou
Programs Q% P

Choose homegroup and sharing options

User Accounts and Famil : )
Esa T ne ey ., Internet Options

¥= Change your homepage | Manage browser add-ons
Delete browsing history and cookies

Appearance and
Personalization

3. Click on “Manage wireless networks” in the left menu.
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© FRle Edit View Tools Help

Control Panel Home . . . .
View your basic network information and set up

Manage wireless network: connections

Change adapter settings HA'I & g See full map
s

Change advanced sharing
settings

T5-PC HomeNetwork 2 Internet
(This computer)

See also View your active networks Connect or disconnect
HomeGroup Access type: Internet
Tntarnst Ointi Connections: ) Wireless
e ~=% HomeNetwork 2 Network

4. You should see the profile of your Wi-Fi network in the list. Right click on
your Wi-Fi network and then click on “Properties”.

Add Remove Movedown  Adapter properties  Profile types

Metworks you can view, modify, and reorde

= HomeMetwork Security: WPAZ-Personal
&h_' R

o pe
PR — Remove network

— Rename
Move down

5.cClick on the “Security” tab, and then check the box labeled “Show
characters”. This will show your network security key. Click the “Cancel”
button to close the window.

HomeMetwork Winsless ; : —‘

Security type: [WPA}_'—Persnnal "]

Encryption type: [AES v]

Metwork security key 1234567330
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IV-1-3-2. Mac

1. Open a new Finder window, and select “Applications” from the menu on
the left side. Open the folder labeled “Utilities” and then open the
application “Keychain Access”.

800 [#] Applications
| P> EED]]JIIII]I#VJ[#Y‘I%vJ (Q

Name 4| Date Modified Size
/ TextEdit 2012/2/2 T4 708 11.1 MB
- @ Time Machine 2012/2/2 T47:08 379 KB
I 2012/2/2 F43:32 -
Dﬁi Applications RLUvity Monitor 2012/2/2 T4 7:08 10.6 ME
e e - AirPort Utility 2012/2/2 T4 7:08 33.5 MB
43 Dropbox -y AppleScript Editor 2012/2/2 T4 7:08 12.8 ME
M Audio MIDI Setup 2012/2/2 TH7:.08 11.8 MBE
DEVICES <« Bluetooth File Exchange 2012/2/2 T4 7:08 1.6 MB
1;‘ 10.6 :=*; Boot Camp Assistant 2012/2/2 T97:08 13.7 MB
% ColorSync Utility 2012/2/2 T4 7:08 17 MB
B console 2012/2/2 F47:08 7.5 MB
& DigitalColor Meter 2012/2/2 T4 7:08 2.2 MB
E+ Disk Utility 2012/2/2 TH7:08 27 MB
¥ Grab 2012/2/2 T4 7:08 3.5 MB
& Grapher 2012/2/2 T47:08 i7.3 ME
[=! Java Preferences 2012/7/17 F910:54 719 KB

# Keychain Access 2012/2/2 F47:08
@J MIgraton Assistant 2012/2/2 FF7:08 6.7 ME
1 T [ R PR ] . WA TN T AT TLNO TS RAR

2. Select “Passwords” from the sub-menu labeled “Category” on the left side,
as shown below. Then search the list in the main panel for the SSID of your
network. In this example, the SSID is “EdimaxWireless” —though your SSID
will be unique to your network.
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8a0o Keychain Access

é_n Click to lock the login keychain. 'Q
Keychains B .
= EdimaxWireless
' login
_ Kind: AirPort network passwerd
& System Account: AirPort
D System Roots Where: com.apple.network.wlan.ssid. EdimaxWireless
Modified: Today, TH5:45
Name A | Kind Dare Modified Keychain
-;A‘L Apple |ID Authentication application password 2012/7/17 EF10:16:29  login
-;,ép Apple Persistent State Encryption application password 2012/7/16 T45:15:20 login
-;,& EDIMAX 6475 AirPort network password 2012/7/17 £%F11:08:03  login
Category i & AirPort network password 2012/8/27 £F10:24:59  login
4 _ AirPort network password Today, T5:45 login
T T - - application password 2012/7/17 £EF10:16:23  login
%% Matt AirPort network password Today, TF5:28 login
-j‘&; PP-6574-Demo AirPort network password 2012/7/17 TfF2:21:30 login

E] My Certificates
% Keys
=] Certificates

[E] [T] [T] [W] 8 items

3. Double click the SSID of your network and you will see the following
window.

800 EdimaxWireless

m Access Control |

MName: | EdimaxWireless

Kind: | AirPort network password

Account: | AirPort

Where: com.apple.network.wlan.ssid. EdimaxWireless

Comments:

|| Show password: ?

Save Changes

4. Check the box labeled “Show password” and you will be asked to enter
your administrative password, which you use to log into your Mac. Enter
your password and click “Allow”.
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Keychain Access wants (o use your
confidential information stored in
“EdimaxWireless” in your keychain.

To allow this, enter the “login”™ keychain password.

Password: ||

'\:J | Always Allow | | Deny

. | com.apple.network.wlan.ssid . EdimaxWireless

Comments:

@nw password: 9

Save Changes

Your network security password will now be displayed in the field next to
the box labeled “Show password”. In the example below, the network
security password is “edimax1234”. Please make a note of your network
security password.

EdimaxWireless
Access Control |

MWame: | EdimaxWireless

80806

Kind:

Account:

Where:

Comments:

|AirPort network password

I AirPort

[
com.apple.network.wlan.ssid EdimaxWireless

< [ﬂ Show password:

—

‘edimax1234 )

(2]

Save Changes
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IV-1-4. How to Find Your Router’s IP Address

To find your router’s IP address, please follow the instructions appropriate for
your operating system.

IV-1-4-1. Windows XP, Vista & 7

1. Goto “Start”, select “Run” and type “cmd”, then press Enter or click “OK”.

i
Internet ‘ i
Mozilla Firefox

AlanChiu

. E-mail

-‘J Microsoft Office Outlook
| Documents
@ Internet Explorer
( 2 === Typethe name of a program, folder, document, or Internet
Pictures l : 5 %
98 ’ — resource, and Windows will open it for you.
\@‘,’ XnView

Music
Microsoft Office Word 2007

Recent ltems @ This task will be created with administrative privileges.

Google Chrome
Computer

Microsoft Office PowerPoint 2007 e, [ Cancel ‘ l Browse...

Adobe Reader 9

Connect To

ERL®

s Command Prompt Control Panel

‘E"_’, BEEX Microsoft Office 37¢F Default Programs

Q Audacity

>  All Programs

ktart Search

2. Anew window will open, type “ipconfig” and press Enter.
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BN Administrator: CA\Windows\system3.2\cmd.exe

Microszoft Windows

C:“Users“AlanChiu>ipconfig

[Uersion 6.8.686821

Copyright <c> 20886 Microsoft Corporation.

All rights reserved.

3. Your router’s IP address will be displayed next to “Default Gateway”.

Connection—specific DNS Suffix
Link-local IPuv6 Address
IPv4 Address. . . . . .
Suliiet nask™e PR

Default Gateway . . . .

Wireless LAM adapter

Media State . . . .
Connection—specific

Tunnel adapter [&

Media State . . . .
Connection—specific

Tunnel adapter Ei

Media State . . . .
Connection—specific DNS Suffix

C:sUsers~AlanChiu>

g Administrator: CA\Windows\system32\cmd.exe —

feBB::dede:3e?@:-habbh 172249
192.168.18.14

255._.255_.255.08

fef Rl 002l hie?c2 1e57hx?
192 _168.18.254

Media disconnected
edimax.com

Media disconnected

Media disconnected
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IV-1-4-2. Windows 8

1. From the Windows 8 Start screen, move your curser to the top right

corner of the screen to display the Charms bar.

(M Trending
Rick Majerus
Katt Williams slap
Hugh Hefner

Calendar Internet Explorer Store

S&P 500

141618 A +0.02% (+0.23)
11/30/2012 4:38 PM EST

Photos

Fort Worth Star-Telegram - LeBreton:
Cowboys' win shows there's still hope

i

=
o -

! 2 57 Monday “\‘3‘
V. December 3 e

2. Click “Search” and enter “cmd” into the search bar. Click the “Command

Prompt” app which be displayed on the left side.
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A p pS Results for “cmd”

Search
Apps

cmd

Apps

Settings

Bing

Finance

Internet Explorer

Command Prompt
icrosoft Windows [Uersion 6.2.920@1]

- ol |
<c> 2812 Microsefs,Camnoration. All rights reserved
:\Users\{1n8>ipconfig

b
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4.vour router’s IP address will be displayed next to “Default Gateway”.

« i

tion
Ethernet

Link
IPu4 Addr

Tunnel adapter Teredo Tunne

Windows 8
Build 9200

2:58 PM
12/3/2012

< % 72 x
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IV-1-4-3. Mac
1. Launch “System Preferences” and click on “Network”.

2. If you are using an Ethernet cable to connect to your network, your
router’s IP address will be displayed next to “Router”.

800 Network
[« > || Show All | Q
Location: | Automatic 3
8 <°°° Status: Connected
n . Ethernet is currently active and has the IP
@ FireWire address 192.168.10.179.
Mot Connected
@ j'Ei_—Fi ’? Configure IPv4: | Manually =
® USE Ne...terface <m> IP Address: f192.168.9.20
Mot Connected
Subnet

Router: | 192.168.10.254

DNS Server: b8.1.12, 192.168.1.2

Search Domains:

| Advanced... | ':“
+ — G v S — —

U
d£ Click the lock to prevent further changes. | Assist me...

| | Revert | | Apply |

3. If you are using Wi-Fi, click “Wi-Fi” in the left panel, and then “Advanced”
in the bottom right corner.
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<7e
&

Not Connected

FireWire

Not Connected

@ USB Ne.. terface

Not Connected

&

9

@ Bluetooth PAN

Not Connected

+ [ = [z

N,
"] Click the lock to prevent further changes.

Network Name: | EdimaxHQ =

@Show Wi-Fi status in menu bar

800 Network
4|» Show All (q
Location: | Automatic ol
Status: Connected | Turn Wi-Fi Off |

Wi-Fi is connected to EdimaxHQ and has the
IP address 10.0.20.97.

[g'nummaticallwr join this network

™ Ask to join new networks

Known networks will be joined automatically.
If no known networks are available, you will
be asked before joining a new network.

|  Assist me... | Revert Apply

1@

Sl

4. Click the “TCP/IP” tab and your router’s IP address will be displayed next

to “Router”.

68686 Network
4 | B Show All
= Wi-Fi
[ wifi [FUE9IET Ons | WINS | 802.1X | Proxies | Hardware |
Configure IPv4: | Using DHCP =
IPv4 Address: 10.0.20.97 | Renew DHCP Lease |
Subnet DHCP Client ID:
{ If required )
Router: 10.0.20.254
Configure IPv6: | Automatically B
Router:
IPv6 Address:
Prefix Length:
':\-;}/:' | Cancel | | OK |
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IV-2. Connecting to a Wi-Fi network

For help connecting to your device’s Edimax**-5GHz SSID for initial setup, or
to connect to your device’s new Wi-Fi network (SSID) after setup is complete,
follow the guide below:

A Below is an example of how to connect using Windows 7 — the
process may vary slightly for other versions of Windows.

1. Click the network icon (',“or) in the system tray.

S A

2. Search for the SSID of your EW-7288APC and then click “Connect”. You
may need to enter the password for your network if you set one.

OO IVID-ZA0 ~ A,
EDIMAX K\
EdimaxHQ_5G K\
EdimaxHQ ::ﬂ“
= "

'@' Information sent over this network
might be visible to others,

[T] Connect automatically

m

OBM_WAP1750_G 1':1“ ™

OBM_WAP1750_A M

NEC_SG K|

atermn-c38418-g Al
Open Metwork and Sharing Center
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3. After correctly entering your password, you will be successfully connected
to the EW-7288APC’s wireless network.

Edimaxc2-5GHz 4
Internet access

-~ ¥ "= i (il s 603 PM
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IV-3. Troubleshooting

1. Is my EW-7288APC dual-band?
a. No, the EW-7288APC is a 5GHz network device and cannot provide, extend or
bridge 2.4GHz Wi-Fi.

2. Does the EW-7288APC work with a 2.4GHz router?

. Yes, the EW-7288APC can connect to your 2.4GHz router via Ethernet cable in
access point mode, and provide an additional 5GHz Wi-Fi network. In Wi-Fi
bridge mode, an existing 5GHz router is required.

Q

3. In Wi-Fi Bridge mode, how do | connect to a network which has a
hidden SSID?

a. During iQ Setup, check the box labeled “Connect to hidden SSID” and you can
manually enter a SSID in the “SSID” field as shown below, along with the
relevant encryption information.

iQ Setup

W Connect to a hidden network
[] Hide Extender SSID

SSID |[Edimax-5G| x |
Extender device SSID |Edimax-5G_5EX |

Encryption

| BACK | | NEXT |

SSID Enter the SSID (network name) of your existing,
hidden network.

Extender device SSID | Enter an SSID for the EW-7288APC or use a
default which consists of your existing router’s
SSID (above) +" 5EX".

Encryption Select and enter the encryption information for
your existing, hidden network.
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4. 1 can’t access the Internet.

a. Ensure that all cables are connected properly. Try a different Ethernet cable.

b. Check if you can access the browser based configuration interface. If not, please
ensure your Wi-Fi device is set to use a dynamic IP address. If you are unsure
how to do this, try using a computer and refer to the user manual for guidance.

c. Connect a computer directly to your modem and check if you can access the
Internet. If you can’t, please contact your Internet service provider for
assistance.

5. 1 can’t open the browser based configuration interface.

a. Please ensure your Wi-Fi device is set to use a dynamic IP address. If you are
unsure how to do this, try using a computer and refer to the user manual for
guidance.

6. How do | reset my device to factory default settings?

a. Toreset the device back to its factory default settings, press and hold the
WPS/Reset button for over 10 seconds, until the LED displays on and red then
release the button. Please wait a few minutes for the product to restart. When
the device restarts, all settings will be reset. Default settings are displayed on
the product label on the bottom of the device, as shown below:

L
This device complies with Part 15 of the FCC Rules.
(See caution in the manual)

CEOFCE. TE(

5GHz Wi-Fi (SSID}: Edimaxc2-5GHz
Wi-Fi password: ffeeedad
Web Access: http:/fedimaxc2.setup

MAC: BOLFO2C2CBC2
5/N: JTCEDC

Hodel No: EW-72BBAPC  Power: 5V DT, 0.6
IF: 192.168.9.2 Usermname/Petswond: admin,/ 1234
FCC ID: NDD957 2861402

5GHz Wi-Fi (SSID) This is the default Wi-Fi network name for the
device. Search for this name (SSID) and connect to
it in order to set up your EW-7288APC.

Wi-Fi Password This is the default password required to connect
to the default SSID (above).
Web Access This is the EW-7288APC’s default URL. Enter this

URL in a web browser to run iQ Setup (Wi-Fi
Bridge mode) or access the browser based
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configuration interface.

MAC A MAC address is unique to every device and is
used for identification within a network. Your
device’s unique MAC address is displayed here.
S/N This is your device’s unique serial number for
identification & reference purposes.

7. What is the Access Key Card?

a. The access key card included in the box (example shown below) displays a
summary of key information about your EW-7288APC, such as the setup SSID,
Wi-Fi password, web browser URL and login information, and MAC address. This
information is also found on the product label (see above).

@
NETWORKING PEOPLE TOGETHER
Access Key
Web Browser Access: Wi-Fi Client Access:
http://edimaxc2.setup mitial Device Name (SSID): Edim>
or http://192.168.9.2 iFipassword: ffeeedad /
User Name: admin MAC: 801F02CSCBC2
Password: 1234 | (TR LT ERE 1
Note: Please keep this card for future use

8. | forgot my password.

b. Reset the router to its factory default settings and use the default username
admin and default password 1234. Default settings are displayed on the product
label on the bottom of the device, as shown in 6.

9. My EW-7288APC has a weak wireless signal.

Weak signals are usually caused by interference from other devices or obstacles
blocking the EW-7288APC’s wireless signal:

a. Keep the device away from other radio devices such as microwaves or cordless
phones.

b. Do not put the device in the corner of a room or under/nearby metal.

c. Ensure there are as few obstacles as possible between the EW-7288APC and
your wireless network device.

In Wi-Fi bridge mode, the EW-7288APC’s weak wireless signal may be in turn
caused by a weak signal from your existing router. It’s important to choose a good
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location for the EW-7288APC in relation to your existing wireless router. The best
location is roughly in the middle between your existing wireless router and the area
you would like to be covered by the EW-7288APC. If you are too far away from your
existing router, then it is difficult for the EW-7288APC to receive a wireless signal.

10.What is the function of the LAN port?
The LAN port has a slightly different function depending on the operating mode
of the device:

a. In access point mode, the LAN port is for a direct connection to your existing

router.
b. In Wi-Fi bridge mode, the LAN port is for a direct connection to a wired network
device, in order to provide Wi-Fi connectivity.
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V. Glossary

Default Gateway (Wireless bridge): Every non-access point IP device needs to
configure a default gateway’s IP address. When the device sends out an IP
packet, if the destination is not on the same network, the device has to send
the packet to its default gateway, which will then send it out towards the
destination.

DHCP: Dynamic Host Configuration Protocol. This protocol automatically gives
every computer on your home network an IP address.

DNS Server IP Address: DNS stands for Domain Name System, which allows
Internet servers to have a domain name (such as www.Broadbandaccess
point.com) and one or more IP addresses (such as 74.125.128.104). A DNS
server keeps a database of Internet servers and their respective domain
names and IP addresses, so that when a domain name is requested (as in
typing "Broadbandaccess point.com" into your Internet browser), the user is
sent to the proper IP address. The DNS server IP address used by the
computers on your home network is the location of the DNS server your ISP
has assigned to you.

DSL Modem: DSL stands for Digital Subscriber Line. A DSL modem uses your
existing phone lines to transmit data at high speeds.

Ethernet: A standard for computer networks. Ethernet networks are
connected by special cables and hubs, and move data around at up to 10/100
million bits per second (Mbps).

IP Address and Network (Subnet) Mask: IP stands for Internet Protocol. An IP
address consists of a series of four numbers separated by periods, that
identifies a single, unique Internet computer host in an IP network. Example:
192.168.2.1. It consists of 2 portions: the IP network address, and the host
identifier.

The IP address is a 32-bit binary pattern, which can be represented as four
cascaded decimal numbers separated by “.”: aaa.aaa.aaa.aaa, where each
“aaa” can be anything from 000 to 255, or as four cascaded binary numbers
separated by “.”: bbbbbbbb.bbbbbbbb.bbbbbbbb.bbbbbbbb, where each “b”

can either be O or 1.
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A network mask is also a 32-bit binary pattern, and consists of consecutive
leading 1’s followed by consecutive trailing 0’s, such as
11111111.11111111.11111111.00000000. Therefore sometimes a network
mask can also be described simply as “x” number of leading 1’s.

When both are represented side by side in their binary forms, all bits in the IP
address that correspond to 1’s in the network mask become part of the IP
network address, and the remaining bits correspond to the host ID.

For example, if the IP address for a device is, in its binary form,
11011001.10110000.10010000.00000111, and if its network mask is,
11111111.11111111.11110000.00000000

It means the device’s network address is
11011001.10110000.10010000.00000000, and its host ID is,
00000000.00000000.00000000.00000111. This is a convenient and efficient
method for access points to route IP packets to their destination.

ISP Gateway Address: (see ISP for definition). The ISP Gateway Address is an
IP address for the Internet access point located at the ISP's office.

ISP: Internet Service Provider. An ISP is a business that provides connectivity
to the Internet for individuals and other businesses or organizations.

LAN: Local Area Network. A LAN is a group of computers and devices
connected together in a relatively small area (such as a house or an office).
Your home network is considered a LAN.

MAC Address: MAC stands for Media Access Control. A MAC address is the
hardware address of a device connected to a network. The MAC address is a
unique identifier for a device with an Ethernet interface. It is comprised of
two parts: 3 bytes of data that corresponds to the Manufacturer ID (unique
for each manufacturer), plus 3 bytes that are often used as the product’s
serial number.

NAT: Network Address Translation. This process allows all of the computers
on your home network to use one IP address. Using the broadband access
point’s NAT capability, you can access the Internet from any computer on
your home network without having to purchase more IP addresses from your
ISP.
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Port: Network Clients (LAN PC) uses port numbers to distinguish one network
application/protocol over another. Below is a list of common applications and
protocol/port numbers:

Application |Protocol Port Number

Telnet TCP 23
FTP TCP 21
SMTP TCP 25
POP3 TCP 110
H.323 TCP 1720
SNMP UCP 161
SNMP Trap UDP 162
HTTP TCP 80
PPTP TCP 1723

PC Anywhere TCP 5631
PC Anywhere UDP 5632

Access point: A access point is an intelligent network device that forwards
packets between different networks based on network layer address
information such as IP addresses.

Subnet Mask: A subnet mask, which may be a part of the TCP/IP information
provided by your ISP, is a set of four numbers (e.g. 255.255.255.0) configured
like an IP address. It is used to create IP address numbers used only within a
particular network (as opposed to valid IP address numbers recognized by the
Internet, which must be assigned by InterNIC).

TCP/IP, UDP: Transmission Control Protocol/Internet Protocol (TCP/IP) and
User Datagram Protocol (UDP). TCP/IP is the standard protocol for data
transmission over the Internet. Both TCP and UDP are transport layer protocol.
TCP performs proper error detection and error recovery, and thus is reliable.
UDP on the other hand is not reliable. They both run on top of the IP (Internet
Protocol), a network layer protocol.

WAN: Wide Area Network. A network that connects computers located in
geographically separate areas (e.g. different buildings, cities, countries). The

Internet is a wide area network.
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Web-based management Graphical User Interface (GUI): Many devices
support a graphical user interface that is based on the web browser. This
means the user can use the familiar Netscape or Microsoft Internet Explorer
to Control/configure or monitor the device being managed.
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COPYRIGHT

Copyright © Edimax Technology Co., Ltd. all rights reserved. No part of this publication
may be reproduced, transmitted, transcribed, stored in a retrieval system, or translated
into any language or computer language, in any form or by any means, electronic,
mechanical, magnetic, optical, chemical, manual or otherwise, without the prior written
permission from Edimax Technology Co., Ltd.

Edimax Technology Co., Ltd. makes no representations or warranties, either expressed or
implied, with respect to the contents hereof and specifically disclaims any warranties,
merchantability, or fitness for any particular purpose. Any software described in this
manual is sold or licensed as is. Should the programs prove defective following their
purchase, the buyer (and not this company, its distributor, or its dealer) assumes the
entire cost of all necessary servicing, repair, and any incidental or consequential damages
resulting from any defect in the software. Edimax Technology Co., Ltd. reserves the right
to revise this publication and to make changes from time to time in the contents hereof
without the obligation to notify any person of such revision or changes.

The product you have purchased and the setup screen may appear slightly different from
those shown in this QIG. The software and specifications are subject to change without
notice. Please visit our website www.edimax.com for updates. All brand and product
names mentioned in this manual are trademarks and/or registered trademarks of their
respective holders.
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Federal Communication Commission Interference Statement

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part
15 of FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates, uses, and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular installation. If this equipment does
cause harmful interference to radio or television reception, which can be determined by turning the equipment
off and on, the user is encouraged to try to correct the interference by one or more of the following measures:

1. Reorient or relocate the receiving antenna.

2. Increase the separation between the equipment and receiver.

3. Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
4. Consult the dealer or an experienced radio technician for help.

FCC Caution

This device and its antenna must not be co-located or operating in conjunction with any other antenna or
transmitter. This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) this device may not cause harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation. Any changes or modifications not expressly
approved by the party responsible for compliance could void the authority to operate equipment.

Federal Communications Commission (FCC) Radiation Exposure Statement
This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This
equipment should be installed and operated with minimum distance 20cm between the radiator & your body.

R&TTE Compliance Statement

This equipment complies with all the requirements of DIRECTIVE 1999/5/EC OF THE EUROPEAN PARLIAMENT AND
THE COUNCIL of March 9, 1999 on radio equipment and telecommunication terminal equipment and the mutual
recognition of their conformity (R&TTE). The R&TTE Directive repeals and replaces in the directive 98/13/EEC
(Telecommunications Terminal Equipment and Satellite Earth Station Equipment) As of April 8, 2000.

Safety

This equipment is designed with the utmost care for the safety of those who install and use it. However, special
attention must be paid to the dangers of electric shock and static electricity when working with electrical
equipment. All guidelines of this and of the computer manufacture must therefore be allowed at all times to
ensure the safe use of the equipment.

EU Countries Intended for Use

The ETSI version of this device is intended for home and office use in Austria, Belgium, Bulgaria, Cyprus, Czech,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Turkey, and United Kingdom. The ETSI
version of this device is also authorized for use in EFTA member states: Iceland, Liechtenstein, Norway, and
Switzerland.

EU Countries Not Intended for Use
None
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EU Declaration of Conformity

English:
Francais:
Cestina:
Polski:
Romana:
Pycckuii:
Magyar:
Tiirkge:

YKpaiHCcbKa:
Slovencina:

Deutsch:
Espaiiol:

Italiano:
Nederlands:

Portugués:
Norsk:

Svenska:
Dansk:

Suomi:

This equipment is in compliance with the essential requirements and other relevant
provisions of Directive 1999/5/EC, 2009/125/EC.

Cet équipement est conforme aux exigences essentielles et autres dispositions de la
directive 1999/5/CE, 2009/125/CE.

Toto zafizeni je v souladu se zakladnimi pozadavky a ostatnimi pfisluSnymi ustanovenimi
smérnic 1999/5/ES, 2009/125/ES.

Urzadzenie jest zgodne z ogdlnymi wymaganiami oraz szczegdlnymi warunkami
okreslonymi Dyrektywa UE 1999/5/EC, 2009/125/EC.

Acest echipament este Tn conformitate cu cerintele esentiale si alte prevederi relevante ale
Directivei 1999/5/CE, 2009/125/CE.

3710 060pyAOBaHME COOTBETCTBYET OCHOBHbIM TPEOOBAHMAM M NONOKEHMAM [ANPEKTUBDI
1999/5/EC, 2009/125/EC.

Ez a berendezés megfelel az alapvetd kdvetelményeknek és mas vonatkozd irdnyelveknek
(1999/5/EK, 2009/125/EC).

Bu cihaz 1999/5/EC, 2009/125/EC direktifleri zorunlu istekler ve diger hikimlerle ile
uyumludur.

O6nagHaHHA BigNoBigae BMMmoram i ymosam gupektmusun 1999/5/EC, 2009/125/EC.

Toto zariadenie splifia zakladné poziadavky a dalsie prislu$né ustanovenia smernic
1999/5/ES, 2009/125/ES.

Dieses Gerat erfullt die Voraussetzungen gemaR den Richtlinien 1999/5/EC, 2009/125/EC.
El presente equipo cumple los requisitos esenciales de la Directiva 1999/5/EC,
2009/125/EC.

Questo apparecchio & conforme ai requisiti essenziali e alle altre disposizioni applicabili
della Direttiva 1999/5/CE, 2009/125/CE.

Dit apparaat voldoet aan de essentiéle eisen en andere van toepassing zijnde bepalingen
van richtlijn 1999/5/EC, 2009/125/EC.

Este equipamento cumpre os requesitos essénciais da Directiva 1999/5/EC, 2009/125/EC.
Dette utstyret er i samsvar med de viktigste kravene og andre relevante regler i Direktiv
1999/5/EC, 2009/125/EC.

Denna utrustning ar i 6verensstammelse med de vasentliga kraven och 6vriga relevanta
bestammelser i direktiv 1999/5/EG, 2009/125/EG.

Dette udstyr er i overensstemmelse med de vaesentligste krav og andre relevante
forordninger i direktiv 1999/5/EC, 2009/125/EC.

Tama laite tayttaa direktiivien 1999/5/EY, 2009/125/EY oleelliset vaatimukset ja muut
asiaankuuluvat maaraykset.

Sss2352822252 C

WEEE Directive & Product Disposal

At the end of its serviceable life, this product should not be treated as household or general waste. It
should be handed over to the applicable collection point for the recycling of electrical and electronic
= cquipment, or returned to the supplier for disposal.
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Declaration of Conformity

We, Edimax Technology Co., Ltd., declare under our sole responsibility, that the
equipment described below complies with the requirements of the European R&TTE
directives.

Equipment: AC450 5GHz Band Extender
Model No.: EW-7288APC

The following European standards for essential requirements have been followed:

Directives 1999/5/EC

Spectrum : ETSIEN 301 893 V1.7.1 (2012-06)
EMC : EN 301 489-1 V1.9.2 (2011-09);
EN 301 489-17 V2.2.1 (2012-09);
Safety (LVD) : |EC 60950-1:2005 (2" Edition);Am 1:2009

EN 60950-1:2006+A11:2009+A1:2010+A12:2011

Recommendation19 99/5/EC
EMF : EN 62311:2008

Directives 2006/95/EC
Safety (LVD) : |EC 60950-1:2005 (2" Edition);Am 1:2009
EN 60950-1:2006+A11:2009+A1:2010+A12:2011

Edimax Technology Co., Ltd.
No. 3, Wu Chuan 3" Road,
Wu-Ku Industrial Park,
New Taipei City, Taiwan

Date of Signature: June, 2014

CEQ = e

Printed Name: Albert Chang
Title: Director
Edimax Technology Co., Ltd.
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